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Groz-Beckert InLine
The innovative card clothing series for increased process reliability in high-performance roller cards

Increased lifetime

In practice, card clothing often is replaced prematurely due to damage of 
the card clothing teeth only. The higher resistance of Groz-Beckert InLine 
card clothing enables the card clothing to be used over a longer period.

Groz-Beckert InLine card clothing for the nonwovens industry are produced 
in accordance with the Groz-Beckert principles: Production to the highest 
quality standards and the Groz-Beckert process reliability. The InLine 
card clothing is characterized by a standardized rib height of 1.3 mm for 
interlocked and plain rib wire types, more resistant teeth and a completely 
scale-free surface. Through consistent and sustainable conservation of 
resources, Groz-Beckert is also helping to protect the environment with 
the new card clothing series.

Resistance and deformation of a doffer wire tooth with load  
from the side

Shorter run-in phase and consistent high web quality thanks to 
strong card clothing

Thanks to the completely scale-free surface, the function of the card 
clothing remains consistent – from the first mounting, over the entire 
usage duration. The usual run-in phase of several weeks is thus  
significantly reduced. The fiber-friendly card clothing no longer changes 
its character and the precise hardening also ensures a consistent high 
web quality.

Resistance

Conventional card clothing Groz-Beckert InLine card clothing

Deformation

Groz-Beckert Patent



V28/ P095/ 24/ 090/VL P40 35 50 + 70SL+ R3 R3 UF8* F6* F3 Pearlech +H40 H40250/ 250/ 360/ 130/

Any depictions of our products are not to scale and are intended only for purposes of illustration. They therefore do not reflect the original. TM = Groz-Beckert uses the symbol for product identification and reserves the corresponding rights to this symbol. ® = Registered trademark  
of the Groz-Beckert Group. © = This publication is protected by copyright. Groz-Beckert reserves the right, in particular, to take legal action against reproduction, processing, translation or distribution that is carried out without the express written consent of Groz-Beckert. Ca
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Product description of Groz-Beckert InLine wires Product description of conventional nonwovens wires

Example interlocking:

Groz-Beckert InLine SiroLock™ plus Groz-Beckert InLine

Example plain rib: Example plain rib:Example interlocking:

Finishing:  
Special polish 
and scale-free

Finishing: 
Sandblasted 
and scale-free

Finishing: 
Sandblasted

New tip generation 
for conventional 
wires

Tooth shape:  
Special geometry

Tooth shape:  
Number of  
striations

Tooth shape:  
Number of  
striations

Steel grade

Total height of  
the card clothing

Total height of  
the card clothing

Working angle ** Working angle ** Front angle

New tip generation for 
conventional wires

Front angle

Pitch in 0.01mm Pitch in 0.01mm Pitch in 0.01mm Pitch in 0.01mm

Interlocking, number of rows per inch Plain rib, rib thickness in 0.01mm Number of rows per inch Rib thickness in 0.01mm

*) The products from the Groz-Beckert InLine card clothing series are available in the finishings F6 or F8. 
**) The designation of Groz-Beckert InLine card clothing series all indicate the working angle.

Groz-Beckert InLine SiroLock™ plus Groz-Beckert InLine Interlocking wire Plain rib wire

In order to meet the demand on the market for a more detailed card clothing designation, the card clothing coding for the Groz-Beckert InLine card clothing series has been re-defined.


